OIGNITE

ATTACHMENTS

Pallet Frames & Pallet Forks Assembly
Applies to Mini Loader, Standard, Heavy Duty & Severe Duty Pallet Fork Fames & Forks
Pallet Fork Frame SKU's 7494773, 7494774, 7494775, 7494776

Pallet Fork SKU's 750285801G, 750286101G, 750285901G, 750286301G, 750286001G

Shown with Heavy Duty Frame(7494774) and 48" Heavy Duty Pallet Forks(750285801G)
*Qptions included - Side Step (SKU: 75361501G)

Note: Pallet Fork Frame and Pallet Forks are not
sold as a set and will need to be ordered separately
but will ship on the same pallet. *only 42in Light Duty
Pallet Fork and Frame ship assembled

e DPallet fork and frame will arrive on a pallet and
will need to be assembled.
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INSTALLING PALLET FORK FRAME

1.) Install the fork frame onto the tool carrier
and lock into place [Figure 1]
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INSTALLING PALLET FORKS ONTO FRAME

2.) Align fork with the center of the frame. Note the
cut out on the bottom [Figure 2]

Figure 2

3.) Set the top hook on the channel at a
slight angle by lifting up on the end of the
fork to allow fork to engage on the frame
[Figure 3]

Figure 3

4.) Lift up on the locking knob on the fork and slide
to either side [Figure 4]
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5.) Repeat for second fork. Refer to step 3 [Figure 3]
SET UP COMPLETE [FIGURE 5]

Figil-r-e 5
Adjusting Pallet Fork Width

1.)Pull up on locking pin(s) [1] on top of the fork and
slide to desired notch on the frame[Figure 6]. It helps to
lift up on the tip of the fork to slide it.

Figure 6
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INSTALLING OPTIONAL SIDE STEP

1.) Align tab on step with diagonal cutout on left 3.) Insert cotter pin into the top tab of the
or right side of the frame [Figure 7] step on the inside of the pallet fork frame
[Figure 9]

Figure 9

2.) Insert and rotate counter-clockwise. Inset
bottom tab into slot [Figure 8]
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